
Argon HA1  
Headphone amplifier

Installation
Connect the input of the HA1 to any line 
output on your amplifier, using a RCA 
cable.
The output on the amplifier will typically 
be called e.g. “Tape out”, “Video out” or 
“Line out”. These are all fixed outputs 
and one should work just as fine as 
another-
Should a connection exist called “Pre-
out” use of this is not recommended for 
the headphone amplifier. The Pre-out is a 
variable output, and volume headphone 
volume will be influenced by the setting 
of the amplifiers volume setting, if this 
connection is used.

Set the gain switch on the rear of the 
headphone amplifier depending on the 
impedance of you headphone. If you are 
using a low impedance headphone (e.g. 
32-50ohm) the gain should be set to low. 
If you are using a high impedance head-
phone (e.g. 200-400ohm) the gain should 
be set to high. If you are not sure about 
the impedance of your headphone, start 
by setting the gain to low. Should you 
then experience that the volume is very 
low, regardless of the volume setting of 
the HA1, try switching the gain to high.

WARNING: Be careful when setting 
the gain switch. Using high gain on a low 
impedance headphone, could perma-
nently damage your headphones and or 
your ears.
Connect the power supply, included in 
the box to the power connecter on the 
back of the HA1. 

Operation
Turn down the volume of the HA1 to 
avoid any damage to your headphones 
caused by any sudden burst of sound.
Connect your headphones to the head-
phone socket on the front of the HA1. 
Turn on the HA1 using the powers 
switch on the rear. The LED located 
next to the headphone socket will 
light up to indicate that the HA1 is on.
Adjust the volume to the desired level 
using the volume control.
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